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HOW TO ORDER: Choose nominal pipe size x outlet size and thread configuration. EXAMPLE: 16” C900 O.D. 17.40 with 
3/4 CC outlet. Order 3416AS - 16A x 3/4 CC. Part Number: 341616A075TB.
Sizes above 30" are supplied with a drop in bolt desgin.
NOTE: Other ranges, tap sizes available upon request. 

Nominal Pipe Size

Letter

Pipe OD Range

Part number

Outlet Size / List price

8” Wide / 200 mm 12” Wide / 300 mm

Inches MM Inches MM 3/4 CC - 3/4 NPT
1 CC - 1 NPT

1 1/4 CC - 1 1/4 NPT
1 1/2 CC - 1 1/2 NPT

2 CC - 2 NPT
2 1/2 NPT - 3 NPT

14 350
A 14.00-15.20 356-386 341614A+Outlet size+T+Code

$578.70 $665.60 $1,328.40
B 15.30-16.50 389-419 341614B+Outlet size+T+Code

16 400 A 16.60-17.80 422-452 341616A+Outlet size+T+Code $578.70 $665.60 $1,328.40

18 450
A 18.00-19.20 457-488 341618A+Outlet size+T+Code

$673.30 $812.10 $1,433.00
B 19.50-20.70 495-526 341618B+Outlet size+T+Code

20 500 A 21.60-22.80 549-579 341620A+Outlet size+T+Code $755.80 $1,008.00 $1,670.90

24 600
A 24.00-25.20 610-640 341624A+Outlet size+T+Code

$798.10 $1,049.90 $1,683.40
B 25.80-27.00 655-686 341624B+Outlet size+T+Code

30 750
A 30.00-31.20 762-792 341630A+Outlet size+T+Code

$1,657.70 $2,129.60 $3,043.90
B 32.00-33.20 813-843 341630B+Outlet size+T+Code

36 900

A 36.00-37.20 914-945 341636A+Outlet size+T+Code

$1,841.60 $2,367.00 $3,155.30B 37.90-39.10 963-993 341636B+Outlet size+T+Code

C 39.10-40.30 993-1024 341636C+Outlet size+T+Code

42 1100

A 42.00-43.20 1067-1097 341642A+Outlet size+T+Code

$2,171.90 $2,760.20 $3,681.00B 44.20-45.40 1123-1153 341642B+Outlet size+T+Code

C 45.50-46.70 1156-1186 341642C+Outlet size+T+Code

48 1200

A 48.00-49.20 1219-1250 341648A+Outlet size+T+Code

$2,452.60 $3,155.30 $4,257.90
B 50.50-51.70 1283-1313 341648B+Outlet size+T+Code

C 51.80-53.00 1316-1346 341648C+Outlet size+T+Code

D 53.10-54.30 1349-1479 341648D+Outlet size+T+Code

PANEL & LIFTER BAR: Type 304 (18-8) Stainless Steel per ASTM A240.
BOLTS & NUTS: Type 304 (18-8) Stainless Steel per ASTM A193 and 
A194. NOTE: Hex nuts are furnished with fusion bonded coating to pre-
vent seizing and/or galling.
WASHERS: Delrin per ASTM D6778.
LUGS: Type 304 (18-8) Stainless Steel per ASTM A240.
OUTLET: Type 304 (18-8) Stainless Steel per ASTM A276.
GASKET: NBR per ASTM D2000; Mat gasket with patented TwinSeal® 
dual o-ring design incorporating both hydrostatic and mechanical forces to 
affect a dynamic seal,  with a temperature range of -40°F to +248°F.
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